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Specifications
USBC Pro Series

  specification

Max. 4K Capabilities

Resolution and Refresh Rate

4096 x 2160 at 30 Hz

Chroma Sampling

4:4:4

Max. Bit Depth per Color

12 bit
3840 x 2160 at 30 Hz

Frame rate1	������������������������������������ 	 24, 25, or 30 fps
Chroma sampling1	������������������������� 	 4:4:4, 4:2:2
Color bit depth1	������������������������������ 	 8, 10, or 12 bits per color
Signal type	������������������������������������� 	 Up to DisplayPort 1.4 and HDCP 2.3
Max. video data rate	���������������������� 	 16.2 Gbps

NOTE:	 1Subject to the maximum data rate limit. Use our calculator at www.extron.com/8Kdatarate to 
determine video parameters supported by this data rate.

 Video
DisplayPort video	��������������������������� 	 DisplayPort Alt Mode, DP 1.4 (2 lanes), HBR2/5.4 Gbps per lane,  

HBR3/8.1 Gbps per lane
Maximum data rate	������������������������ 	 16.2 Gbps
Maximum pixel clock	���������������������� 	 300 MHz
Resolution range	���������������������������� 	 640x4808 up to 4096x21601,2,3,4,5, 

​480p7,8, 576p6, 720p3,4,5,6,7,8,, 1080i6,7,8, 1080p1,2,3,4,5,6,7,8, 
2K1,2,3,4,5,6,7,8, ​3840x21601,2,3,4,5, 4096x21601,2,3,4,5 
 
123.98 Hz, 224 Hz, 325 Hz, 429.97 Hz, 530 Hz, 650 Hz, 759.94 Hz, 8​60 Hz

Frame rate	������������������������������������� 	 24, 25, 30, or 60 fps
Color space	����������������������������������� 	 4:4:4, 4:2:2
Color bit depth	������������������������������� 	 8, 10, and, 12 bits per color – (Subject to maximum data rate)
Standards	�������������������������������������� 	 Up to DisplayPort 1.4 and HDCP 2.3
Format	������������������������������������������� 	 RGB and YCbCr digital video

 Data
USB specification	��������������������������� 	 USB 3.2 (Gen 1), USB 2.0, USB 1.1 Compatible
USB data rate	�������������������������������� 	 Up to 5 Gbps
Maximum built-in USB Hubs

USB 2.0 lanes	������������������������� 	 2
USB 3.0 lanes	������������������������� 	 0

 Power
Nominal voltage	����������������������������� 	 Up to 20 V
Maximum power delivery	��������������� 	 60 W
Maximum current	��������������������������� 	 3 A
Power consumption	����������������������� 	 1.15 W

THIS TEXT WINDOW and its contents are for reference only. Delete this material before 
finishing and releasing the specs sheet.

�z Styles are required for proper table placement/formatting (one for the entire specs table 
as placed within a page [specs table conteiner], two others [Specs8_Note L1 table 
and Specs8_Note L2 table] for the note/caution cells within the specs table). 

�z Notes, cautions, and warnings boxes/tables within specs have to be hand inserted and 
merged and formatted.  Use the existing table styles (NOTE, Caution, and Warning1) 
for the table boxes.

�z Apply the Specs8_Note L1 table or Specs8_Note L2 table paragraph style 
(depending on the content to which the note, caution, or warning applies) to the 
nested note, caution, or warning table.  Also apply the Specs8_Note cell insets 
cell style to the cell containing the note, caution, or warning nested table.

�z Apply the Specs8_Note or Specs8_Warning/Caution paragraph style to the text 
within the nested note, caution, or warning table.   

�z Apply the Specs8_note cell inset cell style to the specs table cell containing the 
nested table.
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 Mechanical
Max tensile strength	����������������������� 	 100 N (10.2 kg, 22.5 lbs)
Max. compression load resistance	� 	 200 N (20.4 kg, 45 lbs)
Max pull strength	��������������������������� 	 111 N (11.3 kg, 25 lbs)
Cable outer diameter	��������������������� 	 0.26" (6.5 mm)
Bend radius	����������������������������������� 	 0.79" (20 mm)

 General — physical characteristics
Connectors	������������������������������������ 	 1 USB-C Male to 1 USB-C Male
Contacts	���������������������������������������� 	 Gold plated
Material	������������������������������������������ 	 Conductors: Multi-mode fibers and 24 AWG tinned copper wires 

Jacket: PVC
Connector dimensions	������������������� 	 2.55" L x 0.49" W x 0.39" thick  

(65 mm L x 12 mm W x 9.9 mm thick)
32-1

2.28"
(58 mm)

0.26"
(6.5 mm)

R = 0.79"
(20 mm)

0.49"
(12 mm)

0.39"
(9.9 mm)

0.32"
(8.3 mm)

0.27"
(6.8 mm)

 General
Storage temperature rating	������������ 	 Minimum: -20 °C 

Maximum: 70 °C
Operating temperature rating	��������� 	 Minimum: 0 °C 

Maximum: 50 °C
Humidity	���������������������������������������� 	 85 °C and 85% Relative Humidity, Non-Condensing
Regulatory compliance	������������������� 	 RoHS, WEEE, CE, UL-CMX
Warranty	���������������������������������������� 	 Limited Lifetime Performance

NOTE:	 Specifications are subject to change without notice.

NOTE:	 All nominal levels are at ±10%.

NOTE:	 Shipping weights and dimensions are available at www.extron.com.
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