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Specifications
PC 101

 AC control interface
Connectors

Input	��������������������������������������� 	 1 male IEC power connector, 6" (15 cm)
Output	������������������������������������ 	 1 female IEC power connector, d 24" (60 cm)

NOTE:	 1 male IEC to female Edison adapter is included.

Voltage	������������������������������������������ 	 100-240 VAC, 50-60 Hz
Maximum AC load	������������������������� 	 10 A

 Contact closure interface — input only
Quantity/type	��������������������������������� 	 1 contact closure input
Contact input control connector	����� 	 (1) 3.5 mm captive screw, 2 pole
Pin configuration	���������������������������� 	 1 = contact input (+5 VDC), 2 = GND 

Internal pullup resistor is enabled to +5 VDC, non-selectable. 
The port is active when the contact pin latches to ground

 Tally output
Quantity/type	��������������������������������� 	 1 tally output
Connector	�������������������������������������� 	 (1) 3.5 mm captive screw, 2 pole
Pin configuration	���������������������������� 	 1 = tally pin, +V = +5 V (40 mA max.) 

Follows the AC output, active when power is present on the AC output.

 General
Power supply	���������������������������������� 	 Internal 

100-240 VAC, 50-60 Hz, on 1 male IEC power connector, 10 A (max.)
Power consumption	����������������������� 	 1.9 watts (no load at AC output)
Temperature/humidity	�������������������� 	

Storage	������������������������������������ 	 -40 to +158 °F (-40 to +70 °C) / 10% to 90%, noncondensing
Operating	�������������������������������� 	 At 8 A: +32 to +122 °F (0 to +50 °C) / 10% to 90%, noncondensing 

​At 10 A: +32 to +113 °F (0 to +45 °C) / 10% to 90%, noncondensing
Cooling	������������������������������������������ 	 Convection, no vents
Thermal dissipation	������������������������ 	 2.9 BTU/hr (no load at AC output)
Mounting

Rack mount	����������������������������� 	 Yes, with optional 1U rack shelf
Furniture mount	���������������������� 	 Yes, with optional under-desk mounting kit

Enclosure type	�������������������������������� 	 Metal
Enclosure dimensions	��������������������� 	 1.0" H x 4.3" W x 4.0" D (quarter rack wide) 

(2.5 cm H x 10.9 cm W x 10.2 cm D) 
(Depth excludes connectors.)

Product weight	������������������������������� 	 0.8 lbs (0.4 kg)
Shipping weight	����������������������������� 	 1.5 lbs (0.7 kg)
Vibration	���������������������������������������� 	 ISTA 1A in carton (International Safe Transit Association)

�z For manuals, use the standard Section style instead 
of Chapter title, specs sheet or Heading 1, 
specs stand-alone; and use Heading 1 as usual for 
“Specifications” if the specs are part of a multitopic chapter.

�z Click the text tool where you want to insert the specs table, 
select the specs table container paragraph style, then 
paste in the specs table from the stand-alone master specs 
sheet.

�z For specifications from template v7.6 or earlier, use this guide 
to which new paragraph style replaces which old style:

�z Specs8_Heading 2 	 replaces	 SpecsSubHdr

�z Specs8_L1 	 “	 Specs7

�z Specs8_L1 cont’d 	 “	 Specs7A

�z Specs8_L2 	 “	 Specs7 subcategory

�z Specs8_L3 	 “	 Specs7 sub-subcategory

�z Specs8_Note	 “	 SpecsNote7

�z Specs8_Warning/Caution 	“	 Specs7Warning/caution

�z Specs8_ Revision code 	 “	 Revision code

�z The other new styles are required for proper table placement/
formatting (one for the entire specs table as placed within a 
manual section [specs table conteiner], two others [Specs8_
Note L1 table and Specs8_Note L2 table] for the note/
caution cells within the specs table). 

�z At this time, the notes, cautions, and warnings boxes/tables 
within specs have to be hand inserted and merged and 
formatted.  Use the existing table styles (NOTE, Caution, 
and Warning1) for the table boxes.

�z Apply Specs8_Note L1 table or Specs8_Note L2 
table (depending on the content to which the note, 
caution, or warning applies) to the nested note, caution, 
or warning table.  Also apply the cell style Specs8_Note 
cell insets to the cell containing the note, caution, or 
warning nested table.

�z Apply Specs8_Note or Specs8_Warning/Caution 
to the text within the nested note, caution, or warning 
table.   

�z Apply the Specs8_note cell inset cell style to the 
specs table cell containing the nested table.

NOTES:	•	 All nominal levels are at ±10%. UL rated for use in plenum airspaces: meets UL 2043 for heat and smoke 
release, excluding the power supply; meets UL 60950 for safety. UL rated for use in plenum airspaces: 
meets UL 2043 for heat and smoke release, excluding the power supply; meets UL 60950 for safety.

•	 Specifications are subject to change without notice. UL rated for use in plenum airspaces: meets UL 2043 
for heat and smoke release, excluding the power supply; meets UL 60950 for safety.

•	 The 5-pole port supports both hardware and software flow control. 
The 3-pole ports support software flow control.
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Regulatory compliance
Safety	�������������������������������������� 	 CE, c-UL, UL
EMI/EMC	��������������������������������� 	 CE, C-tick, FCC Class A, ICES, VCCI

Warranty	���������������������������������������� 	 3 years parts and labor

NOTE:	 All nominal levels are at ±10%.

NOTE:	 Specifications are subject to change without notice.
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