
IMPORTANT:

Go to www.extron.com for the

complete user guide and installation

instructions before connecting the

product to the power source.RM 5 • Installation Guide

Overview
This guide provides instructions for experienced installers to use the RM 5 to mount and install the Extron TLP Pro 525M and 725M 
touchpanel in a standard 19-inch equipment rack, with 3U of vertical space. For complete instructions about connecting cables 
and configuring the touchpanel, see the TLP Pro 525, 725, and 1025 Series User Guide, at www.extron.com.

Preparing and Installing the RM 5
Secure the RM 5 to the rack using the provided 
#10-32 screws (see Figure 1, 1). Ensure it is in 
the correct orientation (the top and bottom of the 
RM 5 has a lip that faces backwards). Figure 2 
shows the location of the screws on the 525M 
(A) and the 725M mounting plate (B). 

Mounting the Touchpanel
Figure 1 shows the TLP Pro 725M touchpanel and 
the TLP Pro 725M mounting plate.

1.	 Attach the TLP mounting plate to the RM 5, 
using the four provided M3 screws (2). 
Ensure the mounting plate is in the correct 
orientation with the hooks on the mounting 
plate pointing upwards as shown (3) and 
facing outwards from the RM 5.

2.	 Run an Ethernet cable to the rack. Pass it 
through the RM 5 and mounting plate.

3.	 Connect the cable to the LAN/PoE 
input behind the touchpanel (see the 
TLP Pro 525, 725, and 1025 Series User 
Guide). 

4.	 Align the TLP Pro 725M so that the four 
hooks on the mounting plate fit into the 
four slots behind the touchpanel. The TLP 
Mounting Plate has only two hooks to fit into 
the 525M touchpanel (see the TLP Pro 525, 
725, and 1025 Series User Guide).

5.	 Press the touchpanel onto the hooks and 
slide it downwards so that the hooks sit 
securely in the slots.

6.	 The tongue at the bottom of the mounting 
plate (4) sits in the groove in the bottom 
of the touchpanel (see inset, 5). Fasten 
the touchpanel to the mounting plate by 
tightening the lock screw (6).
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Figure 2. Mounting Plate Screw Locations
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Figure 1. RM 5 Installation
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IMPORTANT:

Go to www.extron.com for the

complete user guide and installation

instructions before connecting the

product to the power source.RM 6 • Installation Guide

Overview
This guide provides instructions for experienced installers to use the RM 6 to mount and install the Extron TLP Pro 1025M 
touchpanel in a standard 19-inch equipment rack, with 4U of vertical space. For complete instructions about connecting cables 
and configuring the touchpanel, see the TLP Pro 525, 725, and 1025 Series User Guide, at www.extron.com.

Preparing and Installing the RM 6
Secure the RM 6 to the rack using the provided 
#10-32 screws (see Figure 1, 1). Ensure it is in 
the correct orientation (the top and bottom of the 
RM 6 has a lip that faces backwards). Figure 2 
shows the location of the screws on the 1025M 
mounting plate (A). 

Mounting the Touchpanel
Figure 1 shows the TLP Pro 1025M touchpanel 
and the TLP Pro 1025M mounting plate.

1.	 Attach the TLP mounting plate to the RM 6, 
using the four provided M3 screws (2). 
Ensure the mounting plate is in the correct 
orientation with the hooks on the mounting 
plate pointing upwards as shown (3) and 
facing outwards from the RM 6.

2.	 Run an Ethernet cable to the rack. Pass it 
through the RM 6 and mounting plate.

3.	 Connect the cable to the LAN/PoE 
input behind the touchpanel (see the 
TLP Pro 525, 725, and 1025 Series User 
Guide). 

4.	 Align the TLP Pro 1025M so the hooks on 
the mounting plate fit into the slots behind 
the touchpanel. The TLP Mounting Plate has 
only two hooks to fit into the touchpanel (see 
the TLP Pro 525, 725, and 1025 Series User 
Guide).

5.	 Press the touchpanel onto the hooks and 
slide it downwards so that the hooks sit 
securely in the slots.

6.	 The tongue at the bottom of the mounting 
plate (4) sits in the groove in the bottom 
of the touchpanel (see inset, 5). Fasten 
the touchpanel to the mounting plate by 
tightening the lock screw (6).
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Figure 1.	 RM 6 Installation

Figure 2. Mounting Plate Screw Locations
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