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Specifications
SF 26PT

 Audio/acoustic and electrical
Speaker type	��������������������������������� 	 Pendant speaker with plastic back can
Frequency range	���������������������������� 	 70 Hz to 20 kHz, -10 dB, full space (per IEC 80268-5)
Power capacity	������������������������������ 	 65 W (rms) continuous pink noise 

130 W (rms) continuous program
Nominal sensitivity	�������������������������� 	 86 dB SPL, 1 W, 1 m, full space
Nominal impedance	����������������������� 	 8 ohms per speaker
Crossover frequency	���������������������� 	 2.5 kHz
Nominal coverage angle	����������������� 	 95° conical coverage (1 kHz to 4 kHz)
Rotary switch taps	������������������������� 	 70V: 64 W, 32 W, 16 W, 8 W, 8 ohms direct 

100V: null, 64 W, 32 W, 16 W, 8 ohms direct
Drivers

Woofer	������������������������������������ 	 (1) 6.5" (165 mm) polypropylene cone with moisture resistant coating
Tweeter	����������������������������������� 	 (1) 3/4" (19.1 mm) PEI dome

Overload protection	����������������������� 	 Full range power limiter with the 8 ohm direct input only, protecting the tweeter, 
woofer, and crossover

Input connector	����������������������������� 	 (2) splicing connectors, 2 pole 
(2) splicing connectors, 3 pole, for 1 input and 1 loop-through

 General
Package	���������������������������������������� 	 2 speakers (1 pair)
Included accessories	��������������������� 	 Setup guide, 4 2-pole splicing connectors, 4 3-pole splicing connectors, 30' (9.1 

m) Pendant Connect cable
Temperature/humidity	�������������������� 	 Storage: -40 to +158 °F (-40 to +70 °C) / 10% to 90%, noncondensing 

Operating: +32 to +122 °F (0 to +50 °C) / 10% to 90%, noncondensing
Mounting	��������������������������������������� 	 Ceiling Mountable with included hardware
Enclosure type

Enclosure materials	����������������� 	 Fire-resistant (UL94V-0) plastic
Enclosure design	��������������������� 	 Plastic, tapered cylindrical

Grille material	��������������������������������� 	 Powder-coated steel
Enclosure outer dimensions	����������� 	 11.6" H x 9.0" diameter 

(295.1 mm H x 229.1 mm diameter)
Product weight	������������������������������ 	 10.4 lbs (4.7 kg) each 

11.5 lbs (5.2 kg) with 15' (4.6 m) of PCC-2 cable and optional SMK C SF 26PT 
mounting plate

Regulatory compliance	������������������� 	 CE, UL 1480A, RoHS, WEEE
Product warranty	��������������������������� 	 5 years parts and labor

NOTE:	 All nominal levels are at ±10%.

NOTE:	 Specifications are subject to change without notice.

NOTE:	 Shipping weights and dimensions are available at www.extron.com.
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THIS TEXT WINDOW and its contents are for reference only. Delete this material before 
finishing and releasing the specs sheet.

�z Styles are required for proper table placement/formatting (one for the entire specs table 
as placed within a page [specs table conteiner], two others [Specs8_Note L1 table 
and Specs8_Note L2 table] for the note/caution cells within the specs table). 

�z Notes, cautions, and warnings boxes/tables within specs have to be hand inserted and 
merged and formatted.  Use the existing table styles (NOTE, Caution, and Warning1) 
for the table boxes.

�z Apply the Specs8_Note L1 table or Specs8_Note L2 table paragraph style 
(depending on the content to which the note, caution, or warning applies) to the 
nested note, caution, or warning table.  Also apply the Specs8_Note cell insets 
cell style to the cell containing the note, caution, or warning nested table.

�z Apply the Specs8_Note or Specs8_Warning/Caution paragraph style to the text 
within the nested note, caution, or warning table.   

�z Apply the Specs8_note cell inset cell style to the specs table cell containing the 
nested table.
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