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Application Diagram
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Optional: Reposition Cable Track if Necessary

The drawer�s cable track can be respositioned if space underneath the table is limited. 

There are two options to reposition the drawer:

NOTE:  Before mounting the CCD, open and 
close the drawer several times to test for 
cable bend issues or resistance.

Option 2: Relocate the cable track to the other side of the Cable Cubby Drawer.

Perform the same action as in Option 1 and remove the cable track bridge arm.

1 Remove the three cable 
track screws located behind 
the cable track mounting U 
bracket. 

2 Remove the three nuts and
washers holding the cable track 
in place. 

U bracket

1

1

Option 1: Reposition the rear cable track by removing the �xed-length cable track bridge arm.

1 Remove the seven screws 
holding the bridge arm and 
cable track together. 

2 Remove the bridge arm
from its place to allow the
cable track to be repositioned. 

Cable Track

Bridge Arm
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Reattach the U bracket
to the Cable Track unit.

3 Remove the chain 
mounting feet from 
the cable track unit
with the included 
tweeker. 

4  Turn the cable track 
unit 180º clockwise. 

5  Flip both mounting feet 
so they face the drawer, 
and reattach to the cable track unit. 

6  Reattach all mounting 
hardware removed in 
steps 1 through 3 to 
the other side of 
the cable track.

7  If there is adequate space, reassemble 
the bridge arm before mounting 
the Cable Cubby Drawer to the table. 

Pre-drill mounting holes for the Cable Cubby Drawer

CAUTION:	 Wear safety glasses when operating power equipment. Failure to comply can result in eye injury.

ATTENTION :	 Portez des lunettes de sØcuritØ lorsque vous utilisez l�Øquipement Ølectrique. Ne pas respecter cela peut 
conduire à une blessure à l�oeil.

The following instructions apply to both the CCD 220 and CCD 320.

1.	 Align the included template (the dimensions can also be found on the next two pages) so the front edge of 
the template is �ush with the edge of the mounting surface. This is where the drawer will open and close.

2.	 Tape the template if necessary and mark the center of the holes where the Cable Cubby Drawer will be 
installed.

3.	 Drill 3/32” (2.38 mm) diameter pilot holes for the included #8 wood screws, 1/2” (12.7 mm) deep where you 
have marked the holes.
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CCD 220
Mounting Template
Instructions
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22.01"
(559.1 mm)

1.00"
(25.4 mm)

Table Edge

10.70"
(271.8 mm)

12.21"
(310.1 mm)

0.75"
(19.1 mm)

1.00"
(25.4 mm)

20.64"
(524.3 mm)

1.00"
(25.4 mm)

3.85"
(97.9 mm)

12.35"
(313.8 mm)

Pilot drill 3/32" (2.38 mm) diameter holes, 
1/2" (12.7 mm) inch deep
(12 places).

NOTE:	 The diagram below is not drawn to scale.
Dimensions and templates are available online at 
www.extron.com.
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NOTE:	 The diagram below is not drawn to scale.
Dimensions and templates are available online at 
www.extron.com.

24.21"
(614.9 mm)

1.00"
(25.4 mm)
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(559.1 mm)

3.85"
(97.9 mm)

0.75"
(19.1 mm)

22.70"  
(576.6 mm) 

12.35"
(313.8 mm)

CCD 320
Mounting Template
Instructions
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TABLE
EDGE

Pilot drill 3/32" (2.4 mm) diameter holes, 
1/2" (12.7 mm) inch deep

(12 places).












